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 • Senso r w it h  int eg r a l  SCU  

• Hig h me a su red me d iu m t em pe r at ur es  

•  Des ig n l i fe  e xpe ct a nc y of  16 , 0 0 0  h @ 

15 0 0  rp m 

 •  Com pa ct  d i mens i on s  

  • Opt imu m pr ice pe rf o rm anc e r at io  

 

A p p l i c a t i o n :A p p l i c a t i o n :A p p l i c a t i o n :A p p l i c a t i o n :     

•  I n t er na l  c o mbu st ion e ng ine s  

•  D ies e l ,  n at u r a l  g a s an d a l t e rn at ive f ue ls  

•  M a r i ne eng ine s 

Measuring range pressure 0...300 bar 

Overload  pressure static 8 0 0  ba r  

Load cycles > 10 8
 

Frequency range 2 kHz  (others on request) 

Thermal shock 1500 RPM pmi=9bar < +/-  0 ,5  bar 

Max. temperature at measuring cell 300 °C  

Supply voltage 18...32  VDC 

Output signal  pressure 4...20 mA 

Electrical connector Plug DIN M12 

Thread M10 x 1 

Ingress protection IP 65 

Dimensions leng t h 19 5 m m,  Ø13 , 5 m m/  18  m m,  nut  s ize 19 m m  

Tightening torque 15  Nm 

Weight incl. electronic 15 0  g  

Technical-data Cyl inder pressure sensor CPS-02 
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ca ble   le ng t h    
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